
 Automotive testhouse
 textile tests



textile tests

tensile And teAr strength test 

n	 DIN EN ISO 13937 
n	 DIN EN ISO 29073-3 
n	 DIN EN ISO 13934-1

Air permeAbility 

n	 DIN EN ISO 9237 
n	 ASTM D737, D3574 
n	 DIN 53887

CroCkmeter test

n	 DIN EN ISO 105-X12

peeling test: mArtindAle

n	 DIN EN ISO 12945 
n	 DIN EN ISO 12947-1 
n	 VW PV 3928

xenontest:   
light fAstness And Ageing testing; 
wAter-And Air-Cooled

n	 General Motors GMW 14162 
n	 VDA 75202 
n	 VW PV 1303, PV 3929, PV 3930 
n	 DIN EN ISO 105 B02, -B04 and -B06 
n	 DIN EN ISO 4892-2 
n	 SAE J 2412, J 2527, J 1960

And mAny more

Textiles used in vehicles are exposed to specific strains. For the automotive manufacturer, especially tear resistance and abrasion 
tests are important parameters in the evaluation of fabrics characteristics. 
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the following is An extrACt from our rAnge of serviCes for this  
test speCtrum

sgs is the world’s leAding inspeCtion, verifiCAtion, testing And CertifiCAtion CompAny. sgs is reCognised As the 
globAl benChmArk for quAlity And integrity. with more thAn 67,000 employees, sgs operAtes A network of over 1,250 
offiCes And lAborAtories Around the world.

globAl  
www.automotive.sgs.com 
auto.global@sgs.com

europe  
Germany - Herten 
t +49 2366 305 - 647 / +49 2366 305 - 645 
automotive.testhouse@sgs.com

AsiA  
China - Shanghai 
t +86 021 6119 6462 / +86 021 6119 6469 
sh.auto@sgs.com

China - Guangzhou 
t +86 020 8215 5577 / +86 020 8215 5566 
gz.auto@sgs.com

India - Gurgaon 
t +91 124 6776000-09 
autotesting.india@sgs.com

India - Pune 
t +91 2135 615300 
autotesting.india@sgs.com


